‘DIYACHl

Form Approved UMB No, 158-575016
3se print or type with ELITE type (“~ ~haracters/inch) in the unshaded areas only. GSA No. 0246-EPA-OT

I-h . U.S, AVIRONMENTAL PROTECTION AGENCY
FEPA  NOTIFICATION OF HAZARDOUS WASTE ACTIVITY. | INSTRUCTIONS: If you received a preprinted

Jabel, atfix it in the space at left. If any of the

INSTALLA- ) information on the label is incorrect, draw a line

e .| | through it and supply the correct information

| in the sppropriate section below, If the label is

|, NAME OF IN- A ¢ {_@ ‘complete and correct, leave Items I, 11, and 11}
. LATION - -

below blank. If you did not receive a preprinted
jabel, complete all items. “Installation” means a

INSTALLA-~

. TioN single site where hazardous weste is generated,
" ABowess PLEASE PLACE LABEL IN THIS SPACE’ trested, ;'..‘-’"'-’p..'":i'; Mt O, 0r 8 st
porter’s princi o ness. Please re
to the INSTRUCTIONS FOR FILING NOTIFI-
: CATION before completing this form. The
o 32?:;}2': - % Lt a 400 information requested herein is required by law
LATION , . u’[f ] 1 1 ;;@3 gcﬁon 32:3.01' the Resource Conservation and
FOR OFFICIAL USE ONLY ¢
COMMENTS
=a
c
15 [18 - [X]
INSTALLATION'S EPA 1.D. ‘}f{‘;’;‘.:“h‘;'n
L2
FimAD[0ld L IOW] g1311]0] |
12 -
1

31512191 1Ll BIERTTY |S[T]. ¢
CITY OR TOWN ST. ZIF CODE

dRNERAENEE s

11l COCATION OF INSTALLATION 31 e

STREET OR ROUTE NUMBER

(517 = U?D
CITY OR TOWN ST. ZIP CODE

a1 a2 | a7 - (1]

. INSTALLATION CONTACT - Ey -
NAME AND TITLE (last, first, & job title)

ShIQNoLY Rl c[HARD [P [P 5!7.

15 | 18 - 48 | a8

V. OWNERSHIP

A. NAME OF INSTALLATION'S LEGAL OWNER

‘ DETACH l

& 1R, K RNl Y ol |, [Tne].
(enter ihe appropriate Jeties tatp box) | V1. TYPE OF HAZARDOUS WASTE ACTIVITY (enter “X ~ in the appropriate box(es))
; A. GENERATION gl- TRANSPORTATION (complete item VII)
F = FEDERAL .
M = NON-FEDERAL Dc TREAT/STORE/DISPOSE Dn UNDERGROUND INJECTION

YIi. MODE OF TRANSPORTATION (rramporrer: only — enter “X"in the appropriate box(es))

DA. AIR D-. RAIL Dc. MIGHWAY Dn. WATER Qt. OTHER (specifly):
L]

VilIl. FIRST OR SUBSEQUENT NOTIFICATION it A R T S Tl R : : :
Mark ““X" in the appropriate box to indicate whether this is your installation’s first nouflcatlorl of hanrdom waste activity or a mhuouont notmnnon
1f this is not your first notification, enter your Installation’s EPA |.D. Number in the space providad below.

VOLUu f\TQQ\[ I B, Q{b\r\t i = \S Q G C. INSTALLATION'S EPA 1.D. NO.

A. FIRST NOTIFICATION D B. SUBSEQUENT NOTIFICATION (compilete item C)

IX. DESCRIPTION OF HAZARDOUS WASTES - S
Please go to the reverse of this form and provide the requested :nformmon
EPA Form B700-12 (&-80) CONTINUE ON REVERSE

o
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IX. DESCRIPTION OF HAZARDOUS WASTES (continued from front) gttt

A. HAZARDOUS WASTES FROM NON~SPECIFIC SOURCES. Enter the four—digit number from 40 CFR Part 251 .31 for each listed hazardous
waste from non—specific sources your .wmmjgg additional shests if necessary.
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3.
B. HAZARDOUS WASTES FROM SPECIFIC SOURCES. Enm the four—digit number from 40 CFR Part 261 32 for each listed hazardous waste from
specific industrial sources your installstion handies. Uses additional sheets if necessary,
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C. COMMERCIAL CHEMICAL PRODUCT HAZARDOQUS WASTES Enter the four—digit number from 40 CFR Part 261.33 for each chemical sub-

stance your instalistion handles which may be a hazardous waste. Use additional sheets if necessary.
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- s—— 2 £ w—— - r—— e = 5] BT ]
37 38 39 40 41 az
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D. LUSTED INFECTIOUS WASTES. Enter the four—digit number from 40 CFR Part 261.34 for each listed hazardous waste from hospitals, veterinary
hospitals, medical and resesrch laboratories your instailation handles. Uss additional sheets if necessary.
49 50 51 . 52 s3 s4
£D £8 b : m—— 1 = £Tm b - PR % = W] = =

E. CHARACTERISTICS OF NON-LISTED HAZARDOQUS WASTES Mark ““X"" in the boxes corresponding to the characteristics of non—listed
hazardous wastes your instaliation handles. (See €0 CFR Parss 261.21 — 261.24.)

1. 1crrrascs [J2. cornnosive [Ja. reacrive Je. Toxic
(Doo1) [{-TT [{-TT 2] {Dooo)

X. CERTIFIKCATION

I certify under penaity of law that ] have personally examined and am fomiliar with the information submirted in this and ail
attached documents, and that based on my inquiry of those individuals immediately responsible for obtaining the informarion,
[ believe thar the submitted information is true, accurate, and complete. I am aware thar- there are significant penalties for sub-
mmnx Jaise fnfamanon. inciuding the possibility of fine and imprisonment.
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RECOMMENDED
STARTING
DILUTIONS

RECOMMENDED
CimMCOOL
MIX MASTER
PROPORTIONER
TIP SIZES

TYPICAL
PHYSICAL
AND
CHEMICAL
PROPERTIES

PACKAGING

~ CIMPERIAL 101

1

High Alloy :
; Carbon Steels Aircraft, Copper,
Operation Cast Steels Stainl;:.:%teels Tool Steels Aluminum
il bl 1:25 (4.0%) | 1:25(40%) | 1:20(50%) | 1:25 (4.0%)
Machining — heavy duty 1:20 (5.0%%) 1:20 (5.0%) 1:15 (6.7%%) 1:20 (5.0%v)
Reaming. Tapping, . ; : ; ; o
Broaching, Eorm Milling 1:10 (10.0%) 1:10 (10.0%) 1:10 (10.0%%) 1:10 (10.0%)
Grinding 1:30 (3.3%) 1:25 (4.0%) 1:20 (5.0%) 1:30 (3.3%0)
Cutoff & Sawing 1.15 (6.7 %) 1:10 (10.0%) 1:10 (10.0%%) T:19:46u 1 %)

CIMPERIAL 1011 is to be mixed with water for use. Add no other substances to the
concentrate or mix unless approved by Cimcool Technical Services (513-841-8133).

Dilution

1:10 (10.0%) | 1:20 (5.0%)

1:25 (4.0%)

1:30 (3.3%)

1:40 (2.5%)

Tip Size

46 50

52

53

56

After installation of the tip, titrate the mix to be sure the concentration is correct.
Leaner dilutions may be needed for makeup.

For concentration analysis, use the CIMCOOL Genetron Titration Procedure or the
CIMCOOL “Mini" Kit 1.

Physical state

Appearance and odor

Colors available
Solubility in water

..

Specific gravity (H,0

Boiling point, °F (°C)
Flash point, COC, °F (°C)
Fire point, COC, °F (°C)

=z 1)

.....................................

..................

.......

------------------------ hazy; sassafras or evergreen
"""""""""" (appreciable; emulsifiable) greater than
Weight, Ib/gal, 60 °F (15.6°C)............. G pinsa IGiRghaeR ~

................................... not detern‘“ned

.........................................

liquid

green, undyed
10%
8.33
0.999

335(168)
365 (185)

When mixed with water for use, the flash and fire points are
raised beyond the range of the COC method.

Extinguishing

Unusual fire & explosion hazards
Freezing point (or pour point), °F (°C)
If frozen, thaw completely at room temperature.

pH, concentrate

pH, 1:20 (5.0%) mix, typical operating conditions
Total chlorine/chloride, wt %, calculated
Total sulfur, wt %, calculated i
Diethanolnitrosamine, mercurials, PCB's, phosphates,

PTBBA

media

............

..................

..........................................

........................

........................................

....................................................

foam, carbon dioxide
none

18 (-7.8)

not applicable
8.6
8.4/0.00004
0.75

none

Available in 5-gallon pails, 55-gallon drums, Liqua Bins, and in tank truck and tank

car quantities.

Do not reuse container before cleaning. After cleaning, remove label and relabel

appropriately.

DOT LABELING Hazardous Materials Description and
REQUIREMENTS Proper Shipping Name (49 CFR 172.101):

Not a hazardous material

Hazard Class (49 CFR 172.101):

Not applicable
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HEALTH HAZARD DATA / )

e e - T e

CIMPERIAL 1011°

Not for internal consumption.

Emergency and First Aid Procedures:

Skin— Avoid prolonged contact with concentrate. Flush with water.

Eyes— In case of contact with concentrate, flush with running water for 15
minutes. Call a physician.

Ingestion— If concentrate is swallowed, do not induce vomiting. Dilute with
water or milk. Call a physician.

Inhalation— No first aid required; not volatile

The following toxicity tests were conducted in accordance with the techniques specified
in the Regulations for the Enforcement of the Federal Hazardous Substances Act (Re-
vised, Federal Register, September, 1973). Data estimated from test results on a similar
formula.

Acute Oral Toxicity (LDs,—Rats)— Above 5 g/kg (undiluted).

Acute Inhalation Toxicity (LCy,—Rats)— Above 20 mg/l for a 10% mix.

Acute Eye Irritation (Rabbits)— Positive (undiluted); negative for a 10% mix —
no irritative or corrosive effects.

Primary Skin Irritation (Rabbits)— Negative (undiluted); noncorrosive and not a

primary skin irritant.
Acute Dermal Toxicity (LDs;,—Rabbits)—Above 2 g/kg (undiluted). |
Additional Testing: ' !

Bacterial Mutagenic (Ames) Test — Nonmutagenic.
REACTIVITY DATA

Stability— Stable.

Hazardous polymerization— Will not occur.

Incompatibility (materials to avoid)— None known.

SPILL OR LEAK PROCEDURES

What volatile products are given off if subjected _
to open flame or abnormally high temperatures—Water vapor, carbon dioxide, and
organic vapors.

Steps to be taken if material is released or spilled— Flush with water.
Recommended disposal method(s)— Ultrafiltration, acid-alum-
polymer chemical treatment,
followed by phenol-removing .
procedures (if required), or
high temperature

incineration.

SPECIAL PROTECTION INFORMATION F
Respiratory Protection— None required. '
Ventilation— No special requirements.

Protective Gloves— Not required.
Eye Protection— Safety goggles recommended when handling
concentrate.

Other Protective Equipment— Normal metalworking plant protective equipment.

SPECIAL PRECAUTIONS =

Handling and Storage— Avoid open flames, sparks, and temperatures over 335°F .
(168°C). _ J
Precautionary Labeling— See product label. Product labels for use in shop available to
bulk users.

Minor formulation changes or normal variations in the manufacture of this product may cause slight variances in the data
presented on this sheet.
Proaucts Division | Cincmrar Miacron Marketing Compan,

Cincnnat. Qg 45209 ) PC 808-3



LUSGON INDUSTRIES CORPORATION >~ <

281 SILVER SANDS ROAD
EAST HAVEN, CONN. 06512
(203) 469-2336 :

PRODUCGT DATA

VELVESOL 60

DESCRIPTION: VELVESOL 60 is a new generation, full synthetic water miscible cutting
and grinding fluid. VELVESOL 60 is a general to heavy duty premium
fluid designed to give maximum versatility to cut inventory cost.
VELVESOL 60 is semi-transparent, rapid cooling, rust inhibited, non-
gumming, non-foaming, and highly resistant to bacterial growth. Its
unique E.P. characteristics provide unusually good tool and wheel
life. VELVESOL 60 may be diluted with a greater amount of water than
most synthetics. Its superior cleanliness makes it pleasant to use.

TYPICAL INSPECTIONS:

pH Concentrate 10.2

pH Dilute 25:1 9.4
Pounds/Gallon 8.57

Specific Gravity @ 60°F 1.03

Viscosity, SUS @ 100°F 1,000 (Approx.)
Color Diluted Translucent Blue

APPLICATION: Generally VELVESOL 60 may be varied in dilution to meet most machining
and grinding applications. It is a truly shopwide product and may be
used in the following dilutions on both ferrous and non-ferrous metals
except magnesium.

- Turning, Milling =25 to 40:1
-~ Broaching and Cut Off Sawing 15 to 30:1
- Form and Centerless Grinding 30 to 45:1
- Tapping, Drilling & Threading 15 to 30453
- General Grinding 40 to 60:1
- Spray Mist 20 to 40:1
SAFETY: VELVESOL 60 is a non-hazardous product. VELVESOL 60 is nitrite,

phenol, chlorine and sulfur free. OSHA Material Safety Data Sheet
is available upon request.

The information contained in this bulletin is believed to be accurate, but all recommendations or suggestions are made without
uarantee, and there is no implied warranty of merchantability or fitness for purpose of the product or products described herein.
n submitting this information no liability is assumed, or license or other rights eapress or implied given with respect to any
existing or pending patent, patent applications or trademarks.
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- WATERIAL SAFETY I]MA oPEEI

Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (23 CFR 1915, 1816, 1817)

SECTION | ; #

MANUFACTURER'SNAME
Luscon Industries Corporation

EMERGENCY TELEPHONE NO.
(203) 469-2336

ADDRESS (Numbez, Street, Qity, State, and ZIP Code)
281 Silver Sands Road, East Haven, Connecticut 06512

TRADE NAME AND SYNONYMS
Velvesol 60

CHEMICAL NAME AND SYNONYMS = =
one

CHEMICAL FAMILY FORMULA -

Synthetic Cutting Fluid

SECTION Il - HAZARDOUS INGREDIENTS

TLV

i {Unfts)

PAINTS, PRESERVATIVES, & SCLVENTS ALLOYS AND METALLIC COATINGS

TLY
{Unis)

PIGMENTS N.A. BASE METAL

N.A,

CATALYST N.A. | ALLovs

N.A

VEHICLE N.A, METALLIC COATINGS

N.A.

'FILLER METAL

SOLVENTS N.A,

N.A.

PLUS COATING OR CORE FLUX

ADDITIVES N,A. OTHERS

N.A.

OTHERS N.A,

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES

TLY
{Unizs)

SECTION-II - PHYSICAL DATA

BOILING POINT (°F) SPECIFIC GRAVITY [(H0=1)

8.8

2)2°
PERCENT, VOLATILE

VAPOR PRESSURE (mm Hg.) N.A. BY VOLUME (%)

60..

VAPOR DENSITY (AIR=3) : 1 (EVAPORA‘I’ION n.:},:

SOLUBILITY IN WATER Complete

APPEARANCE ANDODOR - . - Blue with sassafras odor

i - SECTION W—=FIRE-ANDEXPLOSIONHAZARDDATA= - -

FLASH POINT (Method used) FLAMMABLE LIMITS [=-)

None

EXTINGUISHING MEDIA _

_'________coza_d_num&qr water
SPECIAL FIRE FIGHTING PROCEDURES e

None

<

UNUSUAL FIRE AND EXPLOSION HAZARDS
None

PAGE (1) (Continued on reverse side)

Form DSHA20
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JHKESHOLD LIMIT VALUE

N.A.
LFFECTS OF OVERLXFOSURE
o None
EMERGENCY AND FIRST AID PROCEDURES =

Ingestion: Do not induce vomiting - call a physician

Skin Contact: Wash with soap and water after handling" r h .

dermatitis. EYE CONTACT: Flush with clear water until irritation subsides.

SECTION VI - REACTIVITY DATA

CONDITIONS TO AVOID

STABILITY UNSTABLE

SIRELS X strong oxidizers such as perchloric acid
INCOMPATABILITY (Materizls 1o avoid) R g

HAZARDOUS DECOMPOSITION PRODUCTS Nov' SO? "' Co’ Co')

> CONDITIONS TO AVDID
HAZARDOUS MAY OCSUN i
POLYMERIZATION
wILL NOT OCCUR X

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Dilute with cofious amounts of water and mop it up or mechanically clean up with

absorbant.
WASTE DISPOSAL METHOD

Product is biodegradable. Dilute with sufficient amount of -

water for discharge to sewer system in accordance with local, state and federal i

laws.

SECTION Vii1-=-SPECIAL-PROTECTION INFORMATION | _
RESPIRATORY PROTECTION [Specify.Type)

Normally not needed

VENTILATION LOCAL EXHAUST SPECIAL "
i MECHANICAL (General) OTHER )
PROTECTIVE GLOVES EYE PROTECTION
Protective hand cream desireable goggles

OTHER PROTECTIVE EQUIPMENT

SECTION IX ™~ SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

|___Store in steel tank or drum belwo 120°F and above 32°F
OTHER PRECAUTIONS - o

Do not apply high heat or flame to containe'}.

PAGE (2) :’ommDS;A-zo
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THE WHITE & BAGLEY COMPARNY

INDUSTRIAL WORCESTER « MASS.
LUBRICANTS

W & B CONCENTRATE 5610

INFORMATION AND APPROXIMATE SPECIFICATIONS

W & B Concentrate 5610 is a high performance semi-synthetic nitrite
free product that can be used for machining or grinding steel, cast
iron or aluminum. The presence of extreme pressure lubricants

in this product insures performance in difficult machining and
grinding operations. This feature plus its long tank life makes
this product ideal for use in individual tanks and central systems.

Weight per gallon 8.80

Specific Gravity 1.05

Flash Point None
Sulphates None

Nitrites None

Phenols None

Sulfur Less than 1%
Chlorine None

Fat Less than 5%
Petroleum Qil Less than 10%
pH (5% Solution) Approx. 9.3
Foam Tendency None
Resistance to attack by bacteria Excellent
Appearance of concentrate Dark Green Transparent °

Fluid

This product can be prepared for disposal using the standard
aluminum -sulfate-sulfurie=esid_treatment.

F-5-28-81




totaem Approved
* Budget Bureau No. 44-R1387

Approval Expires JUL 3 0 1972

Form No, LSB-005-4

U.S. DEPARTMENT OF LABOR

WAGE AND LABOR STANDARDS ADMINISTRATION

WB

B

Bureau of Labor Standards

MATERIAL SAFETY DATA SHEET

May 1969

SECTION |

MANUFACTURER'S NAME

The White & Bagley Company

EMERGENCY TELEFHONE NO,

617-791-3201

ADDRE Number, Street, City, State, and
i‘éo Worce ster é

de )
enter T

Worcester, MA

617-987-2217 E.F.Ahern

CHEMICAL NAME AND SYNONYMS

TRADE NAME AND SYNONYMS

W&B Concentrate 5610

F P P N Y
MIIGIIRS )

CHEMICAL FAMILY

Coolant

FORMUL A

Proprietary

‘\\.‘-" 5 -,
~

r 2

_SECTION Il HAZARDOUS INGREDIENTS . - .. . i3 il

e

TLV TLY
PAINTS, PRESERVATIVES, & SOLVENTS % | (Units) ALLOYS AND METALLIC COATINGS % | (Units)
PIGMENTS BASE METAL
CATALYST ALLOYS .
VEMICLE METALLIC COATINGS |
SOLVENTS FILLER METAL I
PLUS COATING OR CORE FLUX |
ADDITIVES OTHERS
OTHERS
: TLY
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % {Units)
Not Applicable

BOILING POINT (°F.)

SPECIFIC GRA

VITY leo-‘-u

VAPOR PRESSURE |mm Hg.)

BY VOLUME

PERCENT VOLATILE
%)

VAPOR DENSITY lAIR=1)

EVAPORATION RATE

=1)

SOLUBILITY IN WATER

100%
APPRARANCE AND.OOOR Clear dark green- amine odor
Mm.‘n&& 7 -'_..-ﬁ.t.u. S PRSP T P, T o T T R . Yl T T
Erap—— TR R A I o -
i e~ Ad SECTIONIV ,FIHEANDEIPLOSiONHAZAHDDATA
1 FL&SH PO!NT (Method used FLAMMABLE LIMITS
; Not applicable

EXTINGUISHING MEDIA

SPECIAL FIRE FIGHTING PROCEDURES

Water, foam, CO,). i

None,

UNUSUAL FIRE AND EXPLOSION HAZARDS

None

ey

G e b
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s THAESHOLD LIMIT VALUE l\ot lxsted Suggebt usmg 5 M1lxgra'ns/c:u meter as

£§ ereecTs OF overexrosure  set for Mineral O1l Mists Dy AUGIRT

EMERGENCY AND FIRST AID PROCEDURES iy =%
Eye Contact: flush with water for 15 minutes, get

E’ ‘medicel attention. §

s 3

;l,g *American Conference of Governwental Hyglemsts -ﬂ
;y&; Pl T g TS T, S R S . TR S - PN i S ol i . CE R ek o . enil ]
T OISR e -~ SECTION VI REACTIVITY DATA . N Y e ages R 3
STABILITY UNST ABLE CONDITIONS TO avOiD -

STABLE x

INCOMPATABILITY (Materials to avoid) HVOIL.. COQD&:’, cronZe Or prass unless copper corrosion
inhibitor is used,
HAZARDOUS DECOMPOSITION PRODUCTS

p N

- oY -
AL ]

HAZARDOUS MAY OCCUR CONDITIONS TO AVOID

POLYMERIZATION

WiLL NOT OCCUR X

0 SN

\ v - | o
- - R e . Jiw - ' D e T T Boir e m— = .. - o ime s e - .

‘. % 0 . . SECTION Vil SPILL OR LEAX PROCEDURES | R

e

S‘I’EPb 'U BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

pr

Contain spill and then flush with water intc waste treatment facilities.
Treat as oil spill.

WASTE DISPOSAL METHOD

Dispose in manner congistent with federal, state
g or local liquid waste regulations.

- - - - it 3 G - - v 3 - BT,
e . Pttt T L3 i o e - it e o Al oty i o F s i i S it Sttt 2= 5 s F ittt . sl =

e O R ""—‘- i e e SR 3 b i
T’ A A e ECTIONEVIII 'SPECIAL HOTECTION INFORI“TION

1 RESPIRATORY PROTECTION FSpm!y type) None requ ired

-

[
1 ventiLation LOCAL EXHAUST Acceptable SPECIAL
f MECHANICAL (Ceneral) OTHER
'+ PROTECTIVE GLOVES EYE PROTECTION
Eyeglasses

OTHER PROTECTIVE EQUIPMENT

Store indoors'

Use as direcCted,

OTHER PRECAUTIONS

TP A N WD i o0 THe

A g, 4



International Chemical Co.
Technical Report

129

IMEXLNALICAAL COME LMD i 151=4

- - -~ - ST S e 8 e O P 2 a T -
va Bl oliiodie LOLDOUTW 13T JdeitSllEg dalie liluilsg nllillum

boooealrlloh

£13)ean 185 & wazer scelible oil recvomiended

for use in grinding, machin I asuzinum arnd ius
alloys, various graaes oI vics dn @il wypes o

eguipment.

ining and exkibits a nigh Zegrce oif detergency Lo
t T , srevent lcading and Suild-

¥
488 Jaliisnes arc Jccotairned

up of gummy residues on ma LCC
iz all maitnining and grinding cperaticns

vioanllUNAL Dala

Recormmended Concentrations:

Machining Aluminum - L - 5%
Grinding Aluminum - A
Rell Forming alumirnum - 5 = ok
Grinding Stainless Steel - 3%
Grinding Plastic - 2%

The abcve concentration recommendaticns may vary slightly depenc-
irg upen the severity of the operaticr.

SPLCIFICALTICNS

Pale amber Liquid
Specific Gravity G 60°F. (15.¢°C.) C. 9850

phH 3% Emulsion - 8.7

(9/77)

INTERNATIONAL CHEMICAL CO. / 2628 N. MASCHER ST., PHILADELPHIA, PA. 19133/ (215) 739-2313




et U.S. DEPARTMENT OF LACOR - -
S R wh Occupational Safaty and Health Administration '
R AAL SAFETY BATA SHEE
sl MJLP SAF 4 .
Rem.nrad under USDL Safety and Health Regulatidns for Ship Re:mrmg. ':.':.'.:
Shipbuilding, and Shipbreaking (20 CFR 1915, 19186, 1917) e
SECTION | - f
MANUFACTURER'S N.AME EMERGENCY TELEPHONE NO, s
INTERNATIONAL CHEMICAL COMPANY sl e
ADDRESS!NHmb#,Srnﬂ Cuy.Sme,cnd ZJPCode}2628 N. MASCHER ST., PHILADELPHIA, PA. 19133 .
CHEMJC«QI- NRME AND bYNQNYMS N A - e ﬁlDIE:RN&\AM'rEI?JN SVNSF{'{’Bﬁ_ND #131-A :
“’EﬁmWAMu.V WATER SOLUBLE COOLANT FoRNU N.A. Ty
SECTION 1l «+ HAZARDOUS INGREDIENTS f
PAINTS, PRESERVATIVES, & soLVenTs | % | 7 Sl ALLOYS AND METALLIC COATINGS i Sl
PIGMENTS . 0l . BASE METAL 0
CATALYST 0] .- ALLOYS. 0
VEHICLE 0 E METALLIC COATINGS 0 %
SOLVENTS 0 :LblgEé‘O‘;ET!:E QR CORE FLUX 0
ADDITIVES 0 'OTHERS 0 T
OTHERS 0 £
HAZARDOUS MIXTURES OF OvHEA LIQUIDS, souos.roa GASES % :Jr‘.'-‘:’si
NONE - "
——
& 5 *
,  SECTION lil - PHYSICAL DATA T :
BOILING POINT (°F.) 21297 .| sPECIFIC GRAVITY (3001 . 0.904
VAPOR PRESSURE (mm Hg.) L i - 45%
VAPOR DENSITY (AIR=]) , 6.0 1 E‘ YARAUENESN M:If el b 18?31“0"
SOLUBILITY IN WATER 100% WATER MISCIBLE l i il - "
APPEARANCE AND ODOR AMBER OILY LIQUID - MILD ODOR : i
L S..CTiON IV « FIRE AND EXPLOSION & AZAnD DATA .
: Lol el
.'LASH POINT (Method usted) : 15501,.' . T.C.c., TMMM“BLE i . L.UL bl
'. - - o '
EXTINGUISHING MEDIA ; DRY ICAL, mRBON DIOXIDE, SAND . p
SPECIAL FIRE FIOHTING PROCEDURES * NONE :
J
UNUSUAL FIRE AND EXPLOSION HAZARDS NONE
wil
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SECTIONV . H:ALT’-l HAZARD DA"'A

A

THRESHOLD LIMIT VALUE UNKNOWN '_.,-'-
SPFECTS OF OVEREXPOSURE — MAY CAUSE EYE AND/OR SKIN IRRITATION | ¥ i
_ R ) |
EMERGENCY AND FIRST AID PROCEDVRES EYES - FLUSH HITH AMPLE WATER
SKIN = WASH WITH SOAP AND WATER ¢
- . x ke, i g
" lf
- ; ... SECTJON:VI - REACT:VI'{Y’DATA-»'
STABILITY : UNETABRE ¢ . . | CONDITIONS,TO AVOID !
STABLE, PAXK I
INCOMPATABILITY (Marterials to Fw:sJ} i ACIDS KILL GAUS::. COFPOUND TO SPLI’I’ i
HAZARDOUS DECOMPOSITION PRODUEYS Wk B P o™ Jae v Nt "
P AV G CONDITIONS TO AVOID . ’

POLYMERIZATION

WILL NOT OCCUR XX

L L]
iy’ B ; ) 5

-rawi-q .'.'."‘ -\n _' .’ ‘ o

b e

SECTION V11 SPILL ORLEAKPROCEDURES s

-'I-.. DR LR .-'

Vipan ARt W

' 57!'5 TO BE TAKEN IN CASE MATERIAL IS RELEAS@ OA SPILLED

-0 b X Il T

SPTLLED M y

SITUATION, COLLECTED .QIL -SHOULD BE DISPOSED OF AS STATED BELQW:

Proftol Tl el e C g

bl.
LI W H

.
"

WABTE DISPOSAL METHOD

NOVEMBER 19, 1989 ( FEDERAL REGISTER, VOL. 45, NO. 98,

DISPOSE INGACEORDANCE WITH EPA. REGULATIONS IN EFFECT AS OF

| =

o/  MONDAY, MAY 19, 1980 ),

DL

t |

A R LN C e B L e T B B ....--u-.-“hu e TS UL s Wk L o i L Bl ;ﬁﬂ-g&’a‘:ﬁm-\wﬂﬁmum E RN AT TR S

L SECiIQN Vii,i - SPECIAL PROTECTION iNFOﬁMATION
- .

ESPIRATORY PROTECTION [Specify ype”

MECHANICAL (Genezal) i - . o-mcn

PROTECTIVE GLOVE r EVE PROTEGTION
RUBBER FOR HANDI.ING CONC’ENTRATE G

OGGLES IF SPI.ASHING MAY OCCUR

OTHER PROTECTIVE EQUIPMENT

4

‘*=c1"0\: IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANOLING ﬂﬁm MNDLING

INDOOR STORAGE

OTHELR PRECAUTIONS
- NONE _
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LUSCON INDUSTRIES CORPORATION

281 SILVER SANDS ROAD
EAST HAVEN, CONN. 06512
(203) 469-2336

~ Y

PRODUCT DATA ‘

YELVESOL 30

DESCRIPTION: VELVESOL 30 is a unique semi-synthetic cutting and grinding
fluid designed to provide the lubricity of a soluble oil and
also the cooling of a synthetic coolant. VELVESOL 30 is
heavy duty for use on all alloys from tough:aircraft type to
aluminum where simple lubricity is needed to resist galling.
VELVESOL 30 has a clean liquid residue and provides excep-
tional rust and rancidity control. Its unique formula pro-
vides a self-generating defoaming action which can not be
lost.

APPLICATION: Recommended starting dilutions - medium machineability metals.

OPERATION DILUTION  A/O REFRACTOMETER TITRATION
Turning, milling, drilling 20-30:1 1.4-2.0 ’ 14-21
Tapping, broaching 10-15:1 2.7-4.0 27-41
Centerless grinding 20-30:1 1.4-2.0 14-21
General grinding 40-60:1 0.7-1.0 7-.0
TYPICAL INSPECTIONS:

Specific Gravity 1.03

pH, 5% 9.4

Falex, 4%, 1bs 4500+

Color, Concentrate Dark Blue

Color, Dilute Transparent Blue

SAFETY: VELVESOL 30 is considered non-hazardous in normal use. VELVESOL 30
is free of nitrites, phenols, mercurials, p.c.b.'s and chlorine.
OSHA 20 Sheet-is available upon request.

The information contained in this bulletin is believed to be accurate, but all recommendations or suggestions are made without
uarantee, and there is no implied warranty of merchantability or fitness for purpose of the product or products described herein,
n submutting this information ng liabihiy is assumed or license or other rights espress or impiied given with resgect to any



Occu tional Safety and Health Administratic~

MATERIAL SAFETY DATA SHEET

Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (20 CFR 1915, 1916, 1917)

SECTION |

MANUFACTURER'S NAME - ) EMERGENCY TELEPHONE NO.
Luscon Industries Corporation (203) 469-2336

ADDRESS (Number, Street, City, State, and ZIP Code) z
Silver Sands Road, Fast Haven, Connecticut 06512
CHEMICAL NAME AND SVNDNYMS TRADE NAME AND SYNOgyMs

Velvesol 30

| CHEMICAL FAMILY Semi-Synthetics FORMULA
SECTION Il - HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS % {;:i‘::] ALLOYS AND METALLIC COATINGS % | el
PIGMENTS N/A BASE METAL N/A
CATALYST N/A ALLOYS N/A
VEHICLE N/A METALLIC COATINGS N/A
SOLVENTS N/A hELb‘BEc?o%ET:é' OR CORE FLUX N/A
ADDITIVES N/A OTHERS N/A
OTHERS N/A.
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % l&!
Non-hazardous material as defined

SECTION 1l —PHYSICAL DATA

BOILING POINT (°F) @ 760 212 SPECIFIC GRAVITY (H;0=1) 77/77°F 1.03
VAPOR PRESSURE (mm Hg.) @ 20°C 10 :E,""fg&h‘éc’k‘,“"-‘ 60
VAPOR DENSITY (AIR=1) 21 fﬁjgﬁ“ﬂ““ "":I’E »1
SOLUBILITY IN WATER Comp] ete

APPEARANCE AND ODOR - - Brown liquid with mild odor

SECTIONIV_- FIRE'AND EXPLOSION HAZARD DATA

FLASH POINT (Method usad) FLAMMABLE LIMITS
g None COC o N

» dry chemical, water fog, foam
_g
sé a r-supp'lied rescue equipment in contained areas.

EXTINGUISHING MEDIA™

SPECIAL FIRE FIGHTING P

UNUSUAL FIRE AND EXPLOSION HAZARDS

PAGE (1) (Continued on reverse side) Form OSHA-20
Rev. May 72




SECTION V - HEALTH HAZARD DATA o ozl

THRESHOLD LIMIT VALUE

classified non-hazardous material
EFFECTS OF OVEREXPOSUR

Effects similar to mild soap and water solution

EMERGENCY AND FIRST Al0 PROG P iigested in large quantities, treat as ingestion of

mildly alkaline soap and water solution.

SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID

STABLE X
INCOMPATABILITY (Marerials fo avoid)

HAZARDOUS DECOMPOSITION PRODUCTS

NO_, CO, S()2

CONDITIONS TO AVOID

HAZARDOUS MAY OCCUR
POLYMERIZATION X
WILL NOT OCCUR

SECTION Vil - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL 1S RELEASED OR SPILLED
Absorb spillage and flush residual with water

-

WASTE, DISPOSAL METHOD

ispose in accordance with local, state and federal laws governing disposal 4
of mildly alkaline detergent solutions containing organic nitrogen derivatives. |. .

SECTION VIl - SPECIAL PROTECTION-INFORMATION

"RESPIRATORY PROTECTION [Speclly ype) —
VENTILATION . | FOCAL EXHAUST SPECIAL . =
MECHANICAL (General) OTHER
PROTECTIVE GLOVES .
: e e'i‘j?‘g‘i’i‘.e’,"s:es in accordance with standarg

OTHER PROTECTIVE EQUIPMENT safe shop practices.

SECTIONTX - SPECIAL PRECAUTIONS -

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Store in closed container away from extreme heat and open flame.
OTHER PRECAUTIONS i
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